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Type 

 

Intended use  

 

Description 

 

Non-

dairy 

C 15 Lubricant or 

Solvent 

1. This can be used during processing of food to lubricate 

moving parts of equipment when the lubricated surface is either 

an integral part of the food contact surface, or where 

contamination could result from bearing seal leakage.  

2. The amount used should be the minimum required to 

accomplish the technical effect.  

3. The equipment must be maintained, including the application 

of lubricants, according to the specifications of the equipment 

manufacturer.  

4. The lubricated surface must be maintained according to 

requirements for sanitation of food contact surfaces. Where 

necessary the relevant parts of the equipment must be 

dismantled to inspect the adequacy of cleaning.  

5. If incidental contact with a food contact surface occurs, the 

surface must be thoroughly cleaned and rinsed with suitable 

water to ensure that no residue remains that could be transferred 

to food or edible product.  

This is also approved for C 11 and C 13 applications. 

 

 

 

Non-

dairy 

C 26 Surface 

Treatment (release 

agent or anti-rust 

film) 

1. This can be used on food contact surfaces as a release agent 

or as an anti-rust film.  

2. The amount used should be the minimum required to 

accomplish the technical effect.  

3. After application, the surface must be wiped or adequately 

drained to ensure that no residue remains that could be 

transferred to food being processed. This is also approved for C 

22 applications. 

 

 


